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This water heater must be installed and serviced by a qualified person.
Please leave this guide with the householder.




A Warning: Upon completion of the installation and commissioning of the water heater, leave this guide
with the householder or a responsible officer. DO NOT leave this guide inside of the cover of the water

heater, as it may interfere with the safe operation of the water heater or ignite when the water heater is
turned on.

HOUSEHOLDER AND INSTALLER PLEASE NOTE

This Owner 6s Guide and I nstallation Instructions

Where the content of this document is specific to either market, it is marked with either
AU for Australian specific content or NZ for New Zealand specific content.

The 874816, 874820, 874826 natural gas and Universal LP Gas models
are the only models sold in New Zealand.
References to propane gas models do not apply to the New Zealand market.

The Universal LP Gas models are not sold in Australia.
References to these models do not apply to the Australian market.

The 876 series water heaters are not sold in New Zealand.
References to these models do not apply to the New Zealand market.

S

S

An el ectronic copy of these Ownerdéds Guide and Install at

rheem.com.au and rheem.co.nz.

Rheem Australia Pty Ltd and Rheem New Zealand Limited are the suppliers of the Rheem range of continuous flow gas
water heaters, manufactured in Japan by Paloma Co., Ltd., a world leader in water heater technology and manufacture.

PATENTS
This water heater may be protected by one or more patents or registered designs in the name of
Rheem Australia Pty Ltd, Rheem New Zealand Limited or Paloma Co., Ltd.

TRADEMARKS
® Reqistered trademark of Rheem Australia Pty Ltd., or Rheem New Zealand Limited.
E Trademar k of Rhe e, or RAcers New Zdaland LirRitedy Lt d.

Note: Every care has been taken to ensure accuracy in preparation of this publication.
No liability can be accepted for any consequences, which may arise as a result of its application.
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874, 876 SERIES 812, 816, T16, 820, 826, T26 MODELS

1. THE RHEEM WARRANTY i GENERAL

This warranty is given in Australia by Rheem Australia Pty Limited ABN 21 098 823 511 of 1 Alan Street,
Rydalmere New South Wales, and in New Zealand by Rheem New Zealand Limited of 475 Rosebank
Road Avondale Auckland 1026, the suppliers of Rheem continuous flow gas water heaters.

Rheem offer a trained and qualified national service network who will repair or replace components at
the address of the water heater subject to the terms of the Rheem warranty. Rheem Service, in addition
can provide preventative maintenance and advice on the operation of your water heater. The Rheem
Service contact number in Australia is 131031, with Contact Centre personnel available 24 hours, 7 days
a week to take your call and if necessary to arrange a service call for during normal working hours
Monday to Friday (hours subject to change) or in New Zealand on 0800 657 335.

For details about this warranty, you can contact us in Australia on 131031 or by email at
warrantyenquiry@rheem.com.au (not for service bookings), or in New Zealand on 0800 657 335 or by
email at rheem@rheem.co.nz (not for service bookings).

The terms of this warranty and what is covered by it are set out in sections 2 and 3 and apply to water
heaters manufactured after 15t June 2017.

If a subsequent version of this warranty is published, the terms of that warranty and what is covered by
it will apply to water heaters manufactured after the date specified in the subsequent version.

2. TERMS OF THE RHEEM WARRANTY AND EXCLUSIONS TO IT
Thedecisi on of whether to repair or replace a fau

If you require a call out and we find that the fault is not covered by the Rheem warranty, you are
responsible for our standard call out charge. If you wish to have the relevant component repaired or
replaced by Rheem, that service will be at your cost.

Where a failed component or cylinder is replaced under this warranty, the balance of the original
warranty period will remain effective. The replacement does not carry a new Rheem warranty.

Where the water heater is installed outside the boundaries of a metropolitan area as defined by Rheem
or further than 25 km from either a regional Rheem branch office or an Accredited Rheem Service
Agent/ Centre's office, the cost of transport, insurance and travelling between the nearest branch office
or Rheem Accredited Service Agent / Centreds of fice and the instal
responsibility.

Where the water heater is installed in a position that does not allow safe or ready access, the cost of
that access, including the cost of additional materials handling and/or safety equipment, shall be the

owner ds responsibility. In other words, the cost

and the cost of any special equipment to bring the water heater to floor or ground level or to a serviceable
position is not covered by this warranty.

This warranty only applies to the original and genuine Rheem water heater in its original installed location
and any genuine Rheem replacement parts.

The Rheem warranty does not cover faults that are a result of:

a) Accidental damage to the water heater or any component (for example: (i) Acts of God such as
floods, storms, fires, lightning strikes and the like; and (ii) third party acts or omissions).

b) Misuse or abnormal use of the water heater.

c) Ilnstallation not in accordance with the Owner 6s

statutory and local requirements in the State or Territory in which the water heater is installed.

d) Connection at any time to a water supply that does not comply with the water supply guidelines as
outlined in the Ownerds Guide and I nstallati

e) Repairs, attempts to repair or modifications to the water heater by a person other than Rheem
Service or a Rheem Accredited Service Agent / Centre.
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874, 876 SERIES 812, 816, T16, 820, 826, T26 MODELS

f)  Faulty plumbing or faulty gas or power supply.

g) Failure to maintain the water heater in accordance with the Owner's Guide and Installation
Instructions.

h) Transport damage.
i)  Fair wear and tear from adverse conditions (for example, corrosion).
j)  Cosmetic defects.

k) Ice formation in the waterways of a water heater: where the electricity supply has been switched off
or has failed and the water heater has not been drained in accordance with the instructions; or due
to an ambient temperature below -20°C (including wind chill factor).

Subject to any statutory provisions to the contrary, this warranty excludes any and all claims for damage
to furniture, carpet, walls, foundations or any other consequential loss either directly or indirectly due to
leakage from the water heater, or due to leakage from fittings and/or pipe work of metal, plastic or other
materials caused by water temperature, workmanship or other modes of failure.

If the water heater is not sized to supply the hot water demand in accordance with the guidelines in the
Rheem water heater literature, any resultant fault will not be covered by the Rheem warranty.

In New Zealand this warranty excludes to the extent permissible all implied warranties set out in the
Sale of Goods Act 1908 (New Zealand) and all guarantees set out in the Consumers Guarantees Act
1993 (New Zealand) to the extent that the goods are acquired for the purpose of resupply in trade
consumption in the course of a process of production or manufacture or repairing or treating in trade
other goods or fixtures on land.

3. WHAT IS COVERED BY THE RHEEM WARRANTY
FOR THE WATER HEATERS DETAILED IN THIS DOCUMENT

Rheem will repair or replace a faulty component of your water heater if it fails to operate in accordance
with its specifications as follows:

The period from the date of

What components installation in which the .
. What coverage you receive
are covered fault must appear in order to
be covered
All components vear 1 Repair and/or replacement of the faulty

component, free of charge, including labour.

(only if the water heater is

All components

Years 2 & 3 Repair and/or replacement of the faulty

installed in a single-family component, free of charge, including labour.

domestic dwelling)

(only if the water heater is
installed in a single-family

The heat exchanger Replacement heat exchanger, free of

Years 4 to 10 charge. Installation and repair labour costs
are the responsibility of the owner.

domestic dwelling)
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4. ENTITLEMENT TO MAKE A CLAIM UNDER THIS W ARRANTY
To be entitled to make a claim under this warranty you need to:
a) Be the owner of the water heater or have consent of the owner to act on their behalf.

b) Contact Rheem Service without undue delay after detection of the defect and, in any event, within
the applicable warranty period.

You are not entitled to make a claim under this warranty if your water heater:
a) Does not have its original serial numbers or rating labels.

b) Is notinstalled in Australia or New Zealand.

5. HOW TO MAKE A CLAIM UNDER THIS WARRANTY

If you wish to make a claim under this warranty, you need to:

a) Contact Rheem on 131031 in Australia or 0800 657 335 in New Zealand and provi de

details, address of the water heater, a contact number and date of installation of the water heater

or if thatobés unavail abl e, the date of manufacture

heater).
b) Rheem will arrange for the water heater to be tested and assessed on-site.

c) If Rheem determines that you have a valid warranty claim, Rheem will repair or replace the water
heater in accordance with this warranty.

Any expenses incurred in the making of a claim under this warranty will be borne by you.

6. THE AUSTRALIAN CONSU MER LAW

In Australia, our goods come with guarantees that cannot be excluded under the Australian Consumer
Law. You are entitled to a replacement or refund for a major failure and for compensation for any other
reasonably foreseeable loss or damage. You are also entitled to have the goods repaired or replaced if
the goods fail to be of acceptable quality and the failure does not amount to a major failure.

The Rheem warranty (set out above) is in addition to any rights and remedies that you may have under
the Australian Consumer Law.

7. THE CONSUMER GUARANTEES ACT 1993 (NEW ZEALAND)

In New Zealand, our goods come with guarantees that cannot be excluded under the Consumer
Guarantees Act 1993 (New Zealand). If the goods fail to comply with the applicable guarantees set out
under the Consumer Guarantees Act 1993 (New Zealand) being the guarantee as to acceptable quality,
the guarantee as to correspondence with description or the guarantee as to repair and parts, or if the
goods fail to comply with any express guarantee given by Rheem, then you are entitled to a replacement
or refund and for compensation for any other reasonably foreseeable loss or damage.

The Rheem warranty (set out above) is in addition to any rights and remedies that you may have under
the Consumer Guarantees Act 1993 (New Zealand).




SAFETY, WARNINGS, IN STALLATION NOTES

It is important you read the following safety and warnings information.

A\ SAFETY AND WARNINGS

1

This water heater is only intended to be operated by persons who have the experience or the knowledge
and the capabilities to do so.

This water heater is not intended to be operated by persons with reduced physical, sensory or mental
capabilities i.e. the infirm, or by children. Children should be supervised to ensure they do not interfere
with the water heater.

If the power supply cord or plug is damaged, it must be replaced by a qualified person in order to avoid a
hazard. The power supply cord and plug must be replaced with a genuine replacement part available from
Rheem. Phone Rheem Service or their nearest Accredited Service Agent / Centre to arrange for an
inspection.

The power lead from the water heater must be plugged into a weatherproof electrical outlet. Take care
not to touch the power plug with wet hands.

The water heater uses 220 - 240 V a.c. electrical power for operation of the control systems and the
combustion fan. The removal of the front panel will expose 220 - 240 V a.c. wiring. It must only be removed
by a qualified person.

This water heater is supplied with temperature sensors, a FlameSafe® protection system and a pressure
relief valve. These devices must not be tampered with or removed. The water heater must not be operated
unless each of these devices is fitted and is in working order.

The Rheem warranty may not cover faults if safety devices or the relief valve are tampered with or
if the installation is not in accordance with these instructions.

Temperature controllers must not be fitted to this water heater (874 series) if it is installed as an in-series
gas booster with a solar water heater system because water at a temperature much higher than the
controller setting can be delivered. If a solar water heater is installed to an existing water heater
installation, then all controllers must be disconnected and removed.

For continued safety of this water heater it must be installed, operated and maintained in accordance with
the Ownerds Guide andg I nstallation I nstruction

Servicing of the water heater must only be carried out by qualified personnel. Phone Rheem Service or
their nearest Accredited Service Agent/ Centre.

Do not modify this water heater.

Switch off the electrical supply at the power outlet to the water heater prior to performing general
maintenance. This will prevent the water heater from operating while you clean or spray around the water
heater. Refertoi Gener al M aon pagecl@ farraddigianal information.

Do not spray aerosols in the vicinity of this water heater while it
is in operation. Propellants and gases in many aerosol sprays
contain hydrocarbons which are flammable. Gases from aerosol
sprays may also become corrosive when drawn into a flame.

Do not use or store flammable materials in or near this water
heater. Flammable liquids (such as petrol), combustible
materials (such as newspapers) and similar articles must be kept
well away from the water heater and the flue terminal.

Do not store swimming pool chemicals, household cleaners,
etc., near the water heater.

Do not place articles on or against this water heater, or in contact
with the flue terminal. Ensure the flue terminal is not obstructed
in any way at any time.




SAFETY, WARNINGS, INSTALLATION NOTES

1 Do not use Propane / Butane gas mixtures in a Propane model. A Propane model is designed to operate
on Propane only. The use of Propane / Butane mixture, such as automotive LP gas fuel, in a Propane
model is unsafe and can cause damage to the water heater.

Note: LP gas models sold in New Zealand are designed to operate on the Propane / Butane mixture
supplied in New Zealand. An LP gas model has an LFZ suffix in its model number.

1  The water heater has a frost protection system to protect against damage by preventing ice forming in the
waterways of the water heater, in the event of freezing conditions occurring. The frost protection system
will be rendered inoperable if electrical power is not available at the water heater. If it is necessary to
switch the power off to the water heater and there is a risk of freezing, then it is necessary to drain the

water heater. Referi Fr o0 st P pnophage tltanddoficDr ai ni ng t heonpégeld8.r Heat er 0O

INSTALLATION NOTES
This water heater must be installed:

1 by a qualified person,
1 in accordance with the installation instructions,
1 in compliance with the Plumbing Standard AS/NZS 3500.4,
A This water heater is designed for outdoor installation only.

A This water heater is intended to be permanently connected to the water mains and not connected by
a hose-set. A braided flexible hose or semi-flexible connector may be used for connection to the water
heater, where permitted by AS/NZS 3500.4.

1 In compliance with the Gas Installations Standard AS/NZS 5601.1,

A The Gasinstallations Standard AS/NZS 5601.1 places limitations on the location of a gas water heater
within a covered area. RefertoAil nst al | ati on wi onlpage5la Covered

1 in compliance with all local codes and regulatory authority requirements.

1 in New Zealand, the installation must also conform to Clauses G11, G12 and H1 of the New Zealand
Building Code.

Installation and commissioning requirements and details for the installing plumber and licensed electrical
worker are contained on pages 49 to 88.

Mains pressure water supply
The water heater is designed to operate at mains pressure by connecting directly to the mains water supply.

The maximum mains water supply pressure for the water heater is 1,000 kPa. If the mains supply pressure in
your area exceeds 1,000 kPa, an approved pressure limiting valve that does not have non-return valve
characteristics (such as an RMC PSL series valve) must be installed.

A minimum water supply pressure of 120 kPa is required to achieve the rated flow and performance of the
water heater.

Refertoi Ma iWad e r  Sam pagd 52 for additional information.

Mounting of the water heater

This water heater must be installed vertically upright with the water, gas and power connections on the
underside, pointing toward the ground. The back of the water heater can be either against a wall or supported
by a frame. The water heater must be well secured to the wall or frame using two fasteners, suitable for the
wall or frame type, each at the top and bottom of the unit. Refer to the note on page 50 for additional
information.

Alternatively the water heater can be installed recessed into a wall, using a proprietary made recess box from
Rheem for such an installation. Refer to the installation instructions which accompany the recess box kit for

Ar eao

the dimensions of the space required and information on its installation. Referalsotoi Recess | et al |

page 52.

a



ABOUT YOUR WATER HEA TER

WATER HEATER APPLICATION

This water heater is designed for use in a single family domestic dwelling for the purpose of heating potable
water. Its use in an application other than this may shorten its life.

MODEL TYPE
The Rheem® continuous flow gas water heater model you have chosen (M )

I N

is for outdoor installation only. IG D)

The water heater has a maximum preset outlet temperature setting of:
1 874 series 75°C
1 876 series 50°C

Note: The 876 series water heater is marked A THI' S APPL I
DELIVERS WATER NOT EXCEEDING 50°C IN ACCORDANCE WITH
AS34980 on the front panel

f  An 876 series model must not be installed as an in-series gas e

booster to a solar water heater, as water temperature greater than @
50°C can be delivered from the water heater contravening its 7 \\J)/
compliance to AS 3498.

WATER HEATER OPERATION

The water heater operates automatically, heating water as it passes through the water heater. When a hot tap

is opened, the gas burners ignite to provide immediate heating of the water. The heat produced by the burner

is transferred to the water through the heat exchanger. The water is heated to a constant temperature by the

automatic adjustment of the gas supply to the burner to suit the water flow rate (refertod Te mper at ur e Con
on pages 15 to 44). The gas burners extinguish when the hot tap is closed.

Automatic safety controls are fitted to the water heater to provide safe and efficient operation.

USER TEMPERATURE CONTROL

The water heater may be installed with one or more user adjustable temperature controllers, which allow you
to choose the most suitable water temperature for your hot water needs (refertoA Temper at uroe Cont
page 15).

For an 874 series T NZ or an 876 series water heater, if temperature controllers have not been installed and
where they may not be an ideal option to retrofit to your water heater installation, the Rheem EZISET™ system
is an alternative temperature control system. The Rheem EZISET allows you to control the water temperature
and bath water levels directly from your Smartphone. An appropriately licensed tradesperson must firstly install
the Rheem EZISET control module into your water heater and a PLT adaptor (supplied in the EZISET kit) must
also be connected to your Wi-Fi modem before you download the free app onto your Smartphone. No
additional wiring is required.

For further information, visit AU 1 www.rheem.com.au/Continuous-Flow-Accessories, or NZ 1
www.rheem.co.nz/gas-water-heaters/.

Note i The Rheem EZISET system:
1 is suitable for a single water heater installation only.

1 cannot be used on the 874 series i NZ or an 876 series water heaters if two of these water heaters are
installed with the Rheem EZ Link system, or if multiple water heaters are manifolded together.

1 is not suitable for installation on an 874 series i AU water heater.




ABOUT YOUR WATER HEATER

HOW HOT SHOULD THE WATER BE?

If a controller or EZISET system is not installed, the water heater heats the water to the preset outlet
temperature setting. The factory preset outlet temperature setting is:

1 874 series 60°C i AU 55°C1 NZ
9 876 series 50°C

Note: The preset outlet temperature setting of this water heater cannot be adjusted by the householder. The
setting can only be adjusted by the installer, Rheem Service or their nearest Accredited Service Agent/ Centre.

Australia New Zealand

maximum Kitchen controller

temperature setting 874 series maximum Kitchen controller

temperature setting 874 series.
maximum recommended supply
temperature to bathrooms and ensuites.

maximum recommended supply
temperature to bathrooms and ensuites.
maximum Bathroom controller
temperature setting 874 series. I
maximum Kitchen and Bathroom
controller temperature setting
876 series.

maximum Bathroom controller
D temperature setting 874 series

controller temperature setting
minimum Kitchen and Bathroom
controller temperature setting
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Note: Australian Standard AS 3498 and New Zealand Building Code Clause G12 requires that a water heater
provides the means to inhibit the growth of Legionella bacteria in potable water. When this water heater is
used as an in-series booster for a solar water heater it can satisfy these AS 3498 and Clause G12 requirements
provided it is energised, the booster preset outlet temperature setting is 70°C, and that a remote temperature
controller is not used.

A Warning: Temperature controllers must not be fitted to this water heater (874 series) if it is installed as an
in-series gas booster with a solar water heater system because water at a temperature much higher than the
controller setting can be delivered. If a solar water heater is installed to an existing water heater installation,
then all controllers must be disconnected and removed.

If this water heater is installed as part of a solar water heater system, the system can deliver water at
temperatures from 58°C up to 80°C and possibly higher depending upon the model of solar water heater
installed.

HOTTER WATER INCREASES THE RISK OF SCALD INJURY

This water heater can deliver water at temperatures which can cause scalding. Check the water temperature
before use, such as when entering a shower or filling a bath or basin, to ensure it is suitable for the application
and will not cause scald injury.

We recommend and it may be required by regulations that an approved temperature limiting device be fitted
into the hot water piping to the bathroom and ensuite when an 874 series water heater is installed. This will
keep the water temperature below 50°C i AU or 55°C i NZ at the bathroom and ensuite. The risk of scald
injury will be reduced and if no controllers are installed and the preset outlet temperature setting has not been
adjusted below 55°C or if a Kitchen controller is installed, still allow hotter water to the kitchen and laundry.

An 876 series water heater will not deliver temperatures exceeding 50°C, in accordance with AS 3498. There
is no need to fit a temperature limiting device to satisfy the requirements of AS/NZS 3500.4, if an 876 series
water heater is installed in an application where 50°C is the maximum permissible hot water temperature at
the outlet of a sanitary fixture used primarily for personal hygiene purposes.

10



ABOUT YOUR WATER HEATER

GAS BOOSTING FOR A SOLAR WATER HEATER
The 874 series water heater may be installed as an in-series gas booster to a solar water heater.

Water stored in the solar storage tank passes through the in-series gas booster when a hot tap is opened. The
in-series gas booster is for heating water at times of low solar energy gain, such as during cloudy or rainy
weather, or during colder months.

The in-series gas booster operates automatically. When the solar heated water temperature is below 58°C,
the in-series gas booster heats the water to its preset outlet temperature setting.

Solar heated water can reach temperatures up to 70°C to 80°C for a Premier Loline and Loline pumped system
and possibly higher for a Hiline and Premier Hiline thermosiphon system. When the solar heated water
temperature is 58°C or higher, the flow passes through the in-series gas booster without boosting.

For information relating to the function and oper
Installation Instructions supplied with the solar water heater.

REDUCED HOT WATER FLOW WHEN HEAT EXCHANGER IS COLD

At a cold start-up, i.e. when the water heater has not operated for some time (which is most often first thing in
the morning), the initial flow of hot water may be reduced for a period of 5-10 seconds while the heat exchanger
warms up. This is both an energy and water saving feature of this water heater. Once the heat exchanger
has warmed up the hot water flow will increase and remain at normal flow levels. This feature will only occur
at a cold start-up and not when the heat exchanger is already warm from a recent use of hot water.

FROST PROTECTION

The water heater has a frost protection system. The frost protection system will protect the water heater from
damage, by preventing ice forming in the waterways of the water heater, in the event of freezing conditions
occurring.

Notes

1 The frost protection system will be rendered inoperable if electrical power is not available at the water
heater. Damage caused by freezing due to the unavailability of power at the water heater is not covered
by the Rheem warranty (refertod Ter ms of t he FRhpage™). Warr antyo

1 If it is necessary to switch the power off to the water heater and there is a risk of freezing, then it is
necessary to drain the water heater (refertod Dr ai ni ng t heonpdgel8)r Heat er 0

1  Pipe work to and from the water heater must be adequately insulated to prevent freezing.

1 The water heater is not suitable for installation in areas where the ambient temperature falls below -20°C
(including wind chill factor).

1 RefertoiTerms of the PRhpage™d. Warrantyo

PRECAUTIONS

The water heatermu s t be maintained in accordance with tRefer
tohGener al M aon pageell and it M & jService Every Five Yearsoon page 12.

If this water heater is to be used where an uninterrupted hot water supply is necessary for your application or
business you should ensure that you have back-up redundancy within the hot water system design. This should
ensure the continuity of hot water supply in the event that this water heater were to become inoperable for any
reason. We recommend you seek advice from a plumber or specifier about your needs and building back-up
redundancy into your hot water supply system.

11
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ABOUT YOUR WATER HEATER

GENERAL MAINTENANCE

General maintenance can be performed by the dwelling occupant. It is recommended general maintenance
be conducted every six (6) months or more regularly as required.

Switch off the electrical supply at the power outlet to the water heater prior to performing general maintenance.
This will prevent the water heater from operating while you clean or spray around the water heater. Switch on
the electrical supply at the power outlet to the water heater when finished performing the general maintenance.

The general maintenance includes:

1  The jacket of the water heater can be cleaned with a soft cloth and warm mild soapy water if required.
Under no circumstances should abrasive materials or powders be used.

1 Inspect around the air inlet, flue terminal and the water heater in general for plant growth.
A Trim back any shrubs, bushes or other plants which have encroached around the water heater.

Plant growth across the air inlet and flue terminal can interfere with the performance of the water
heater.

1 Inspect around the water heater for infestations of insects, such as ants. Insects encroaching into or
nesting in the water heater can interfere with the operation of the water heater and also damage
components. The area around the water heater can be sprayed with insecticide to rid the area of insects.

A Warning: Do not spray insecticide near the water heater while it is operating. Propellants in many
insect sprays contain hydrocarbons which are flammable. Gases from aerosol sprays may also become
corrosive when drawn into a flame.

A If necessary to rid the area of insects:
U  Ensure the electrical supply at the power outlet to the water heater has been switched off.

U  Spray the affected are, taking care not to spray into the air inlet or flue terminal or onto the surface
of the water heater.

0 Wait a few minutes to allow any aerosol gases to dissipate before switching on the electrical
supply at the power outlet to the water heater.

MAJOR SERVICE EVERY FIVE YEARS
For safe and efficient operation, it is recommended a major service be conducted on the water heater every
five (5) years.

A Warning: Servicing of a water heater must only be carried out by qualified personnel. Phone Rheem
Service or their nearest Accredited Service Agent / Centre.

Note: The major service and routine replacement of any components, if required, are not included in the
Rheem warranty. A charge will be made for this work. Only genuine replacement parts should be used on this
water heater.

The major service includes the following actions:
1  Check and if necessary adjust the gas pressure.

Check the operation of and clean the burner.

1  Check and clean the line strainer.
1 Visually check the unit for any potential problems.
1 Inspect all connections.

12



ABOUT YOUR WATER HEATER

TO TURN OFF THE WATER HEATER
If it is necessary to turn off the water heater:

T Turn off the controller(s) (if fitted) by pressing the on / off (U) button.
The on / off operating light will go out and the priority light, if it is on, will go out.

1 Switch off the electrical supply at the power outlet to the water heater if there is no risk of freezing
conditions occurring (refer to note below).

1 Close the gas isolation valve at the inlet to the water heater.
1 Close the cold water isolation valve at the inlet to the water heater.

Note: If there is a risk of freezing conditions, the electrical supply to the water heater should not be switched
off unless the water heater is drained, otherwise damage could result (refer to fiFrost Protectiondon page 11
and fDraining the Water Heateroon page 13).

TO TURN ON THE WATER HEATER

1  Screw in the drain plugs at the cold water inlet and hot water outlet of the water heater if the water heater
has been drained.

1 Openallofthehottaps i n the house (donét forget the shower).
1 Open the cold water isolation valve fully at the inlet to the water heater.

Air will be forced out of the taps.

Close each tap as water flows freely from it.

Open the gas isolation valve fully at the inlet to the water heater.

Plug in the power supply cord at the power outlet.

Switch on the electrical supply at the power outlet to the water heater.

= =4 =4 =4 -

Turn on a controller, if one is fitted, by pressing the on / off (O) button.

The on / off operating light and the priority light will both glow.

The water heater will operate automatically when you open a hot tap.

DRAINING THE WATER HEATER
1 Turn off the water heater (refertoi Tur n Of f TheonWagé ). Heat er o
1  Open a hot tap (preferably the shower outlet).

1  Unscrew the two drain plugs, one each at the cold water inlet and hot water outlet, on the underside of
the water heater.

Water will drain from the water heater.
1 When water stops flowing from the water heater, close the hot tap.

Note: It is recommended not to screw the drain plugs back in, until the water heater is to be turned on again.

13



ABOUT YOUR WATER HEATER

CIRCULATED HOT WATER FLOW AND RETURN SYSTEM

A Rheem 874 series continuous flow water heater can be installed as part of a circulated hot water flow and
return system in a building. RefertoAi Ci r cul at ed Hot Wat er dnlpagev55donfdrtheéRet ur n
information and notes on this type of installation.

GOING ON HOLIDAYS

If you are going on holidays, it is not necessary to turn the water heater off. If it is necessary to turn off the
water heater, refertoiTo Tur n Of f T loepay®dl. er Heater o

VICTORIAN CUSTOMERS

Notice to Victorian Customers from the Victorian Plumbing Industry Commission. This water heater must be
installed by a licensed person as required by the Victorian Building Act 1993.

Only a licensed person will give you a Compliance Certificate, showing that the work complies with all the
relevant Standards. Only a licensed person will have insurance protecting their workmanship for 6 years. Make
sure you use a licensed person to install this water heater and ask for your Compliance Certificate.

DOES THE WATER CHEMISTRY AFFECT THE WATER HEATER?

The water heater is suitable for most public water supplies, however some water chemistries may have
detrimental effects on the water heater, its components and fittings. Refertofi Wat er Sanpayé 45.e s 0

If you are in a known harsh water area or you are not sure of your water chemistry, have your water checked
against the conditions described on page 45.

HOW LONG WILL THE WATER HEATER LAST?

The water heater is suppor t @dertbpageat). Tharsmanefamunber of éactdiss war r
that will affect the length of service the water heater will provide. These include but are not limited to the water

chemistry, the water pressure, the water temperature (inlet and outlet) and the water usage pattern. Refer to

APr ecauwnpgageik o
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TEMPERATURE CONTROL

CONTROLLERS

The Rheem 874 and 876 series can be installed with Rheem controllers to enable the user to control the
temperature of the delivered water from the outlet of the water heater. There are two families of Rheem
controllers suitable for installation with this water heater; the standard controllers and the Deluxe controllers.

Standard Controllers

There are three types of standard controller. They are the Kitchen controller (Rheem AU - Part 299850, NZ -
Part A299850), Bathroom 1 controller (Rheem AU - Part 299851, NZ - Part A299851) and the Bathroom 2
controller (Rheem AU - Part 299852, NZ - Part A299852). These part numbers include the controller cable
supplied with the controller.

The standard controllers are identifi ed by a O0KO6 (Kit 8dtheoom toomntrrodll leen) o
(Bathroom 2 controller) located on the front bottom left hand corner of the standard controller.

Deluxe Controllers

There are three types of Deluxe controller. They are the Kitchen Deluxe controller (Rheem AU - Part 299858,
NZ - Part A299861), Bathroom 1 Deluxe controller (Rheem AU - Part 299859, NZ - Part A299862) and the
Bathroom 2 Deluxe controller (Rheem AU - Part 299860, NZ - Part A299863). These part numbers include the
controller cable supplied with the controller.

The Deluxe controllers are ident i f i Bathrodmyl Daluxedériroll¢r)Ki t c he
or oOBatArdom @ Deluxe controller), located under the front panel, to the bottom left hand corner adjacent
to the BATH FILL VOLUME label.

The Deluxe controllers offer additional functions to the standard controllers. These are:

1  Anassistance call function, which provides a voice prompt when pressed and will sound on all controllers.
This is useful should a family member require assistance when in the bathroom.

1 A Bath Fill function, which is designed to allow the water heater to deliver a selected volume of water at a
selected temperature.

Bath filling takes place when the hot tap is opened. When the set volume has been delivered, the water
flow from the water heater ceases. Referto i B aF ihl | F onnpage 860 n 0

Note: The bath level should be monitored periodically while this function is in use to avoid the possibility
of the bath overflowing. The Bath Fill function should also be used with caution until you are familiar with
its operation.

A Warning: Baths should not be left unattended whenever young children are present.

A Warning: Temperature controllers must not be fitted to this water heater (874 series) if it is installed as an
in-series gas booster with a solar water heater system because water at a temperature much higher than the
controller setting can be delivered. If a solar water heater is installed to an existing water heater installation,
then all controllers must be disconnected and removed.

Notes

1  Temperature controllers are only suitable for single water heater installations or where two water heaters
are installed and linked together using the Rheem EZ Link system. They are not suitable if multiple water
heaters are manifolded together.

1  Where more than one controller is installed, the second or third controller must be of the same family.

1 A standard controller can only be installed with another standard controller(s) and a Deluxe controller can
only be installed with another Deluxe controller(s). A standard controller(s) and a Deluxe controller(s)
cannot be connected to the same water heater.

1  One, two or three controllers can be installed. Only one of each type of controller can be connected to the
water heater. Therefore, a maximum of three controllers only can be connected to each water heater.

1 A Bathroom 2 controller can only be installed if a Bathroom 1 controller is installed and a Bathroom 2
Deluxe controller can only be installed if a Bathroom 1 Deluxe controller is installed.

T Ot her ma n uf ac t uareeot sudable to antd caonbt beeinstalled with this water heater.
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TEMPERATURE CONTROL 1T STANDARD

STANDARD CONTROLLER FUNCTIONS

If one or more controllers are installed, at least one must be on for the water heater to operate. If all controllers
are off, the water heater will only deliver cold water.

on / off (U) button i This button must be pressed once to turn on the controller.
A controller cannot be turned on if water is flowing from a hot tap.
To turn off a controller, press the on / off (O) button once. The light will go out.
A controller can be turned off whilst water is flowing.

on / off operating light i The on / off operating light on the on / off (®) button will glow when the controller is
turned on.

The light will go out when the controller is turned off.
priority light 7 This light will glow on a controller when that controller has priority.

The Bathroom controller(s), if they are turned on, have priority over the Kitchen
controller.

Priority means that controller has control of the water heater temperature setting.
The water temperature setting can only be adjusted by the controller that has priority.

in use light 7 This light will glow on all controllers, whether they are on or off, when hot water is
flowing, regardless of which controller has priority.

display panel i The current temperature setting is displayed on all controllers (whether hot water is
flowing or not), when any controller is on.

If all controllers are off, then the display remains blank.

The water volume can also be displayed on the Kitchen controller. The x 10L symbol
glows when the water volume is displayed.

up (p ) button 1 The up (p ) button increases the temperature and water volume settings.

RefertoiTemper aturei 8daondame n tCoo padge Wl ahdeir Wat er
Vol ume F ompagePR4o n 0

down (g ) buttoni  The down (q ) button decreases the temperature and water volume settings.

RefertoiTemper aturei 8dandame n tCoo pdge Ol andeir Wat er
Volume F u n ¢ toh paged24.

water volume (\7) button (Kitchen controller only) i This feature enables an alarm to sound when a set
volume of water has flowed through the water heater.

RefertofiWat er Vol unoepagelhct i ono

water volume operating light i The water volume operating light on the water volume (\2Z) button will glow
when the water volume (\=27) button is pressed and the water volume function is turned
on.

The light will go out when the water volume (=) button is pressed and the
water volume function is turned off.

water volume symbol i The x 10L symbol below the display panel glows when the water volume function is
turned on and the water volume is displayed.
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TEMPERATURE CONTROL STANDARD

STANDARD CONTROLLER

( )
priority light Rheem
................... i
i i e . !
In use IIght in use pric;rity
- up (p)
display panel
buton
water volume
symbol down (q )
button
water volume
operating light
on / off
water volume ~| operating light
button
on / off
control[er type button
K = Kitchen o R« A Ghask hot water temperature befors usa )

B1 = Bathroom 1
B2 = Bathroom 2

Note: water volume (\=2F) button, water volume operating light and water volume symbol are on the Kitchen
controller only.

SILENCING A CONTROLLER i STANDARD
The controller emits a sound whenever a button is pressed. This sound can be turned off to provide silent
operation.

To turn off the sound:
1 Press the on/ off (U) button, to deactivate the controller (on / off operating light is off).
1 Press and hold the up (p ) button.

1 Press the on / off (U) button, whilst the up (p ) button is pressed.

The sound for the controller is deactivated. Repeat this procedure on the other controllers if you wish to
deactivate their sound. To restore the sound, repeat this procedure.
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TEMPERATURE CONTROL STANDARD

TEMPERATURE SETTINGS T STANDARD CONTROLLER
The temperature settings of each type of controller are:

1 Bathroom 1 &2 37°C to 46°C (in 1°C increments), 48°C, 50°C
1  Kitchen 37°C to 46°C (in 1°C increments), 48°C, 50°C*, 55°C**, 60°C

* limited to 50°C on an 876 series model.

**NZ i limited to 55°C.

Temperature settings
37 38 39 40 41 42 43 44 45 46 48 50 55 60

warm average hot shower hot very hot

The installation of a Bathroom controller(s) only (i.e. no Kitchen controller) limits the temperature setting of the
water heater to a maximum of:

1 874 series 50°C
M1 876 series 50°C

regardless of the preset outlet temperature setting of the water heater.

The installation of a Kitchen controller will allow a maximum temperature setting of:
1 874 series 60°C 1 AU 55°C1 NZ
1 876 series 50°C

regardless of the preset outlet temperature setting of the water heater.

If there is no controller installed, the water heater defaults to the preset outlet temperature setting. This may
be up to:

1 874 series 75°C
M1 876 series 50°C

RefertoA How Hot Shoul d oTpagelONat er Be?0

On a building fitted with a temperature limiting device such as a tempering valve and where an 874 series
water heater is installed without a separate untempered hot water line to the kitchen, laundry or other non-
ablution area, although the Kitchen controller will be able to display temperatures above 50°C and the water
leaving the water heater will be at the set temperature, the maximum water temperature which can be delivered
to the hot water outlets in these locations is determined by the temperature setting of the temperature limiting
device. This is usually 50°C.

On a building fitted with a temperature limiting device set to 50°C, to enable the delivery of water temperatures
above 50°C to the kitchen, laundry or other non-ablution area, separate untempered pipe work must be
installed from the water heater to the hot water outlets in these locations.

18



TEMPERATURE CONTROL STANDARD

TEMPERATURE ADJUSTMENT i STANDARD CONTROLLER
1 A controller must be on and have priority to be able to adjust the temperature setting.
1  The temperature adjustment is made by pressing the up (p ) button or down (q ) button.

1  The maximum temperature setting for the controllers are:

Kitchen Bathroom
874 series 60°C i AU, 55°Ci NZ 50°C
876 series 50°C 50°C

1  Each press of the up (p ) button will increase the temperature setting by one increment.

1 Pressing and holding the up (p ) button will scroll the temperature setting up to a maximum 43°C if there
is hot water flowing or 45°C if there is no hot water flowing.

1 From the 45°C setting, the up (p ) button must be pressed once for each increase in temperature
increment.

The temperature setting cannot be increased above 43°C whilst hot water is flowing.
The minimum temperature setting for each type of controller is 37°C.
Each press of the down (q ) button will decrease the temperature setting by one temperature increment.

Pressing and holding the down (q ) button will scroll down the temperature setting.

= =4 =4 =4 A

The temperature setting can be decreased from any temperature setting whether the hot water is flowing
or not.
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TEMPERATURE CONTROL STANDARD

KITCHEN CONTROLLER i STANDARD

The Kitchen controller allows the user to select the temperature setting for the hot water to be used in the
kitchen and laundry. It has a minimum temperature setting of 37°C and a maximum temperature setting of:

1 874 series 60°C i AU 55°C1 NZ
9 876 series 50°C

The Kitchen controller does not have priority if a Bathroom controller is on.

Notes on the Kitchen controller:
1 The controller cannot be turned on whilst a hot tap is open.

1  The Kitchen controller must be on and have priority in order to adjust the temperature setting on the
Kitchen controller.

1  The Bathroom controller(s) can be turned off from the Kitchen controller.
A Press and hold the on / off () button on the Kitchen controller for three seconds.
This turns off all the controllers and the displays go blank.

If hot water is flowing from a hot tap, it will go cold.

( )

Rheem

inuse priority

K A\ Check hot water temperature before use /

Kitchen Controller




TEMPERATURE CONTROL STANDARD

To operate the Kitchen controller:

1. Turn off the Bathroom controller(s)

A If a temperature setting is displayed and the priority light is not glowing, it is necessary to turn off the
Bathroom controller(s) to gain priority.

A Refer to the notes on the Kitchen controller on page 20.

2. Turn on the Kitchen controller inuse prigri
A Press the on/ off (O) button.

The on / off operating light and the priority light will both
glow.

J 0

The previous Kitchen controller temperature setting will
be displayed on the temperature display panel.

g

3. Select the temperature setting

A Press the up (p ) button or down (q ) button.

A Refer to iTemperature iA®fudad me
Controlleroon page 19.

IO

The selected temperature setting will be displayed on all
controllers.

4. Open the hot tap.

The in use light will glow on all controllers. Kl

p

in use

5. Closethe hot tap.

The in use light will go out on all controllers, if no other hot
tap is open.

6. Turn off the Kitchen controller in use _ priority
A Press the on / off (U) button.

The priority light and on / off operating light will go out
and the temperature display will go blank.

Important: Turn off the Kitchen controller after hot water usage
is finished in the kitchen and / or laundry. Refer to Important note
for Bathroom controllers on page 22.

3 U0 3
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TEMPERATURE CONTROL STANDARD

BATHROOM CONTROLLERS i STANDARD

The Bathroom controller(s) allows the user to select the temperature setting for the hot water to be used in the
bathroom. They have a minimum temperature setting of 37°C and a maximum temperature setting of:

1 874 series 50°C
9 876 series 50°C

The Bathroom controllers operate in tandem. Whenever an operation is selected on one Bathroom controller,
it is also set on the other Bathroom controller. The Bathroom controllers automatically have priority if they are
on.

Important: It is important to turn on the Bathroom controller before opening a hot tap in the bathroom (priority
is automatically gained). If the Bathroom controller is not on and the Kitchen controller is on (has priority), then
it is possible to receive water at a temperature higher than expected from a hot tap in the bathroom. This
temperature could be up to:

1 874 series 50°C if a temperature limiting device is installed in the hot pipe to the bathroom
or up to 60°C i AU or 55°C i NZ if a temperature limiting device is not
installed.

1 876 series 50°C

Notes on the Bathroom controllers:
The controller cannot be turned on whilst a hot tap is open.
When a Bathroom controller is turned on, it gains priority from the Kitchen controller.

The Bathroom controller must be on in order to adjust the temperature setting on the Bathroom controller.

= == =4 =4

The Kitchen controller can be turned off from a Bathroom controller.

A Press and hold the on / off () button on a Bathroom controller for three seconds.
This turns off all the controllers and the displays go blank.
If hot water is flowing from a hot tap, it will go cold.

] A Warning: It is advised to leave the Bathroom controller on after hot water usage is finished in the
bathroom. Turning off a controller in one bathroom will also turn off the controller in the other
bathroom. The Kitchen controller will gain priority if it is on and the temperature setting can be up to:

A 874 series 60°Ci AU 55°Ci NZ -~ ~
A 876 series 50°C Rheem
If a hot tap is open in another bathroom, the water inuse priority

will be delivered at:

» For an 874 series model i up to 50°C if a
temperature limiting device is installed in the hot
pipe to the bathroom or up to 60°C 1 AU or 55°C
i Nz if a temperature limiting device is not
installed.

@
D

A Foran 876 series model i up to 50°C.

\ Bl O\ Gheck hot water temperature before use /

Bathroom Controller
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TEMPERATURE CONTROL STANDARD

To operate a Bathroom controller:

1. Turn off the Kitchen controller

A If a temperature setting is displayed and the priority light is not glowing, it is advised to turn off the
Kitchen controller.
Refer to the notes on the Bathroom controllers on page 22.
2. Turn on the Bathroom controller in use _prigrit
A Press the on/ off (O) button.

3. Select the temperature setting

A
A

4. Open the hot tap

The in use light will glow on all controllers.

5. Closethe hot tap

The in use light will go out on all controllers, if no other hot tap
is open.

It is advised not to turn off the Bathroom controller(s).

A Refer to the warning in the notes on page 22.

The on / off operating light and the priority light will both
glow.

The temperature setting of 40°C will be displayed on the
temperature display panel.

Press the up (p ) button or down (q ) button. in use _ prigri

RefertoiTemper at ur ei Stahdand Santrodenot
on page 19.

The selected temperature setting will be displayed on all
controllers.

in use prigri
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TEMPERATURE CONTROL STANDARD

WATER VOLUME FUNCTION

The water volume function is designed to warn by an alarm (beeping sound), that a certain volume of water
has been delivered from the water heater. It does not stop either the flow of or the heating of water. This
function is useful if a bath is being filled, or measuring the water consumed by the use of a shower.

The water volume function can only be set by the Kitchen controller. Refer to the notes on the water volume
function on page 25.

To operate the water volume alarm:

1. Turn on the water volume function in use _priority
A Press the water volume (\=2Z) button.
The water volume operating light will glow.

The current set water volume (in litres divided by 10) will > @
be displayed and the x 10L indicator will also glow. b

E.g. the factory preset water volume of 180 litres is shown -
€

2. Adjust the water volume setting (if necessary)

A To adjust the water volume setting, press the
up (p) button to increase the water volume or the
down (q ) button to decrease the water volume.

inuse priority

Each press of the up (p ) button or down (q ) button will
change the water volume setting by 10 litres.

Pressing the up (p) button or down (g ) button
continuously will scroll the water volume setting.

Fifteen seconds after the water volume has been
selected, the water volume operating light will start to ==
flash and the selected water volume is set. >y

W0

The water volume operating light will continue to flash
until the alarm sounds.

A maximum of 500 litres (50 and x 10L displayed) and a
minimum of 10 litres (1 and x 10L displayed) can be set
with the water volume function.

3. Set the water temperature

A Turn on the controller for the room where the hot water is
to be used.

Gain priority (if using the Kitchen controller).

Select the temperature setting.

4. Open the hot tap
The in use light will glow on all controllers.

Measurement of the water flow at the water heater will
commence when a hot tap is open and the water volume
operating light is flashing.

The alarm will sound when the set volume of water has passed
through the water heater.
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TEMPERATURE CONTROL STANDARD

5. Turn off the alarm

in yse priority
Sl
—y— s
N

=

A Press the water volume (\"27) button to turn off the alarm.

The water volume operating light goes out and 0 x 10L is
displayed momentarily on the controller.

The temperature setting of the controller with priority is
then displayed.

6. Closethe hot tap

If it is a Bathroom controller which is in use and has priority,
then it is advised to leave the controller on.

A Refer to the warning in the notes on page 22.

If it is the Kitchen controller which is in use and has priority,
then it is advised to turn the controller off.

A Refer to Important note for Bathroom controllers on
page 22.

Notes on the water volume function:
The water volume can only be set by the Kitchen controller.
The Kitchen controller does not require priority nor to be on in order to set the water volume function.

1l

1

1 The water volume function can be set whilst a hot tap is open.

1  The water volume alarm will only sound from the Kitchen controller.
1l

The water volume alarm will still sound if the Kitchen controller has been silenced (refertoA Si | enci ng
Cont r onlphge 17h

=

The factory preset water volume is 180 litres.

1 If a hot tap is not opened for one hour after the new water volume has been set, then the setting will be
automatically cancelled. The water volume resets to the previously set water volume (or the factory preset
water volume if no water volume has previously been set).

1 To display the remaining water volume while water is being drawn, press the water volume (\27) button.
After a few seconds, the display returns to the temperature setting.

f  To turn off the water volume function before the alarm sounds, press the water volume (=) button twice.

1  The water volume is measured as the water flows through the water heater. Therefore if more than one
hot tap is open, the alarm will respond to the total water volume drawn from all taps and the expected
water volume from the first tap will be decreased.

1 If the hot tap is closed before the set water volume flows through the water heater and the water volume
(\=7) button is left on, then the alarm will sound when the remaining water volume is consumed during a
later operation. To prevent the alarm from sounding, press the water volume (\°2) button twice to turn it
off.
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TEMPERATURE CONTROL T DELUXE

DELUXE CONTROLLER FUNCTIONS

If one or more Deluxe controllers are installed, at least one must be on or the Bath Fill function activated for
the water heater to operate. If all Deluxe controllers and the Bath Fill function are off, the water heater will only
deliver cold water.

on / off (U) button i The on / off (&) button must be pressed once to turn on the Deluxe controller. A Deluxe
controller cannot be turned on if water is flowing from a hot tap.

To turn off a Deluxe controller, press the on / off () button once. A Deluxe controller
can be turned off whilst water is flowing.

on / off operating light T The on / off operating light on the on / off (O) button will glow when the Deluxe
controller is turned on.

The light will go out when the Deluxe controller is turned off.

PRIORITY light i The PRIORITY light will glow on a Deluxe controller when the controller has priority.
The Bathroom Deluxe controller(s), if they are turned on, have priority over the Kitchen
Deluxe controller.

PRIORITY means that particular Deluxe controller has control of the water heater
temperature setting. The water temperature setting can only be adjusted by a Deluxe
controller that has priority and is displaying the PRIORITY light.

operating light The operating light will glow on all Deluxe controllers, whether they are on or off, when
hot water is flowing, regardless of which Deluxe controller has priority.

temperature display panel i The current temperature setting is displayed in °C on all Deluxe controllers
(whether hot water is flowing or not), when any Deluxe controller is on. If all Deluxe
controllers are off, the display remains blank.

up (p ) button 1 The up (p ) button increases the water temperature setting.

RefertoA Temper at ur ei Dled juuxset nCeormntpage 311 er s O
down (q ) buttoni  The down (q ) button decreases the water temperature setting.

RefertoA Temper at ur ei Ded juuxset nCeommhtpage 311 er s O

assistance call () button 7 Pressing this button sounds an alert message on all Deluxe controllers, indicating
that assistance is required in the room from which the assistance call ((¢) button was
activated.

speaker i The audio of the voice prompts and chimes is emitted from the speaker.
bath fill (\=7) button i The bath fill (\*7) button must be pressed once to turn on the Bath Fill function.

When the Bath Fill function is turned on, the last selected bath fill water volume in litres
will be displayed in the bath fill water volume display panel and the last selected bath fill
temperature in °C will be displayed in the temperature display panel.

The bath fill water volume and temperature can be adjusted by using the BATH FILL
VOLUME and BATH FILL TEMPERATURE buttons located behind the hinged panel on
the lower half of the Deluxe controller. Referto i B aF ihl | F onpage 860 n 0

To turn off the Bath Fill function, press the bath fill (\=Z) button.

bath fill operating light i The bath fill operating light on the bath fill (\*2Z) button will glow when the bath fill
(=) button is pressed and the Bath Fill function is turned on.

The light will flash when the Bath Fill function is complete but before the Bath Fill function
has been turned off.

The light will go out when the bath fill (™) button is pressed and the Bath Fill function
is turned off.

26



TEMPERATURE CONTROL DELUXE

bath fill water volume display panel 1 The selected bath fill water volume is displayed in litres on all Deluxe

controllers.

The selected bath fill water volume is displayed whenever the Bath Fill function is on
(refer to i B ak ihl | F empade i3@) orovhen the bath fill water volume is being
adjusted and the Bath Fill function is off.

If the bath fill water volume is being adjusted and the Bath Fill function is off, then the
bath fill water volume display panel goes blank three (3) seconds after a BATH FILL
VOLUME button is last pressed.

At other times, if the Bath Fill function is off, the bath fill water volume display panel
remains blank.

bath fill indicator light i this light in the display panel will glow when the bath fill water volume is displayed.

BATH FILL TEMPERATURE up (p ) button i The up (p ) button increases the bath fill water temperature

BATH FILL TEMPERATURE down (q ) button i
temperature setting (refertoi Te mper at ur e DAed juxset Moornpago3dl] er s 0

setting (referto i Temper at ur el Belj wxse mEa bnt pagel3l and ®© 0
fi B aFilliFun ¢ t iompage 36).

The down (q ) button decreases the bath fill water

andtof B aR ihl | F onmpage 86p n 0

BATH FILL VOLUME up (p ) button i The up (p ) button increases the bath fill water volume setting in

increments of 10 litres up to 500 litres. A further setting of 990 litres can be selected.

BATH FILL VOLUME down (g ) button i The down (q ) button decreases the bath fill water volume setting

from 990 litres to 500 litres and in increments of 10 litres from 500 litres down to 10 litres.

DELUXE CONTROLLER
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brief Deluxe controller

K = Kitchen
B1 = Bathroom 1
B2 = Bathroom 2
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TEMPERATURE CONTROL' DELUXE

VOICE PROMPT AND OPERATING TONE

The Deluxe controllers have a series of voice prompts and operating tones which sound during certain
operations.

The voice prompts and operating tones sound from all Deluxe controllers, regardless of which Deluxe controller
is being operated at the time.

Voice Prompt
The voice prompts are:

1 When either the up (p ) button or BATH FILL TEMPERATURE up (p ) button is pressed
fihot water temperature has been increasedo
1 When either the down (q ) button or BATH FILL TEMPERATURE down (g ) button is pressed
fihot water temperature has been decreased?o
1 When the BATH FILL VOLUME up (p ) button is pressed
fiicaut i ofni,| Ibawwaht er vol ume has been increased, bat h may
1 When the BATH FILL VOLUME down (q ) button is pressed
i baftihh |l water volume has been decreased?o
1 When the bath fill (\"2) button is pressed to turn on the Bath Fill function
Aipl ease set bath water volume and bath temperatur e,
1  When the set bath fill water volume has been delivered from the water heater during the Bath Fill function
it he bat h edseturmoff thelhptwatgr tap and press the bath fill (") buttont o f i ni sho
1 When the bath fill (\°=27) button is pressed to halt the Bath Fill function before it is complete

fibath filling has been stopped, pl e aattefil (&) buttootof t he
finisho

1 When the bath fill (\=27) button is pressed to turn the Bath Fill function off and the hot tap has not been
turned off

fiplease ensure the bath hot water tap is turned off o
1  When the Deluxe controllers have been turned off during the Bath Fill function

fibath filling has been stoppedo
1  When the assistance call () button is pressed

ffassistance required, assistance requiredo

Operating Tone
The operating chime will sound when the temperature adjustment up (p ) button or down (q ) button is pressed
and the voice prompt is not speaking.

The operating beep will sound for each change in temperature increment when a BATH FILL TEMPERATURE
adjustment button is pressed or scrolled, whether the voice prompt is speaking or not.

The operating beep will sound for each change in volume increment when a BATH FILL VOLUME adjustment
button is pressed or scrolled and the voice prompt is not speaking.
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Adjusting the Volume of the Voice Prompt and Operating Tone

The volume of the voice prompt and the operating tone can be adjusted to a level comfortable for you. The
volume of the voice prompt and the operating tone can be adjusted independently of each other. The volume
levels on a Deluxe controller are adjusted independently of another Deluxe controller.

The voice prompt and / or operating tone can also be turned off on an individual or all Deluxe controllers so
they do not sound at all.

The factory default volume setting of both the voice prompt and operating tone is medium [med]. If there is an
interruption to the water heater power supply, the volume of both the voice prompt and operating tone returns
to the default setting.

When adjusting the volume levels, the operating tone volume level is indicated by a chime, followed by the
voice prompt volume level which is indicated by two beeps. If during the volume setting procedure only the
chime is audible, this indicates the voice prompt is off. If during the volume setting procedure only the two
beeps is audible, this indicates the operating tone is off.

To adjust or turn off the volume for the voice prompt and operating tone:
1 Turn off all Deluxe controllers.
1 Press and hold the up (p ) button, then within four (4) seconds press the on / off (U) button.

Each press of the on / off () button will change the voice prompt and operating tone in the following
sequence:

operating tone [MAX], voice prompt [OFF]
operating tone [MIN], voice prompt [MIN]

operating tone [MIN], voice prompt [OFF]

operating tone [MAX], voice prompt [MAX]

GI0I0

A

A

A

A operating tone [OFF], voice prompt [OFF]

A

A operating tone [MED], voice prompt [OFF]
A operating tone [MED], voice prompt [MED]
This order then repeats.

Note: If the on / off (U) button is not pressed within four (4) seconds of the up (p ) button being pressed,

ACLO willl start flashing on the temperupfpldbudondnds pl ay
recommence the procedure.

ASSISTANCE CALL FUNCTION

A Deluxe controller has an assistance call () button. Should assistance be required, such as when in the
bathroom, a voice prompt will sound on all Deluxe controllers to notify others that assistance is required.

The Deluxe controller does not have to be on for the assistance call function to be activated and the function
can be activated during any operation.

To Call for Assistance
To operate the assistance call function:

1. Press the assistance call () button.
The voice prompt will sound on all Deluxe controllers,

ffassistance required, assist

The red light in the assistance call () button will glow on
all Deluxe controllers for the duration of the voice prompt.

fiassi stanc
assistance
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TEMPERATURE SETTINGS i DELUXE CONTROLLERS
The temperature settings of each type of Deluxe controller are:

1 Bathroom 1 & 2 Deluxe 37°C to 46°C (in 1°C increments), 48°C*, 50°C
1  Kitchen Deluxe 37°C to 46°C (in 1°C increments), 48°C*, 50°C**, 55°C***, 60°C

* limited to 48°C when the Bath Fill function is set with 874 and 876 series models.
** limited to 50°C on an 876 series model.

***NZ 7T limited to 55°C.

Temperature settings
37 38 39 40 41 42 43 44 45 46 48 50 55 60 ‘
warm average hot shower hot very hot

The installation of a Bathroom Deluxe controller(s) only (i.e. no Kitchen Deluxe controller) limits the
temperature setting of the water heater to a maximum of:

1 874 series 50°C
M1 876 series 50°C

regardless of the preset outlet temperature setting of the water heater.

The installation of a Kitchen Deluxe controller will allow a maximum temperature setting of:
1 874 series 60°Ci AU 55°Ci NZ
1 876 series 50°C

regardless of the preset outlet temperature setting of the water heater.

If there is no controller installed, the water heater defaults to the preset outlet temperature setting. This may
be up to:

1 874 series 75°C
M1 876 series 50°C

RefertoA How Hot Shoul d ovpagelONat er Be?0

On a building fitted with a temperature limiting device such as a tempering valve and where an 874 series
water heater is installed without a separate untempered hot water line to the kitchen, laundry or other non-
ablution area, although the Kitchen Deluxe controller will be able to display temperatures above 50°C and the
water leaving the water heater will be at the set temperature, the maximum water temperature which can be
delivered to the hot water outlets in these locations is determined by the temperature setting of the temperature
limiting device. This is usually 50°C.

On a building fitted with a temperature limiting device set to 50°C, to enable the delivery of water temperatures
above 50°C to the kitchen, laundry or other non-ablution area, separate untempered pipe work must be
installed from the water heater to the hot water outlets in these locations.
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TEMPERATURE ADJUSTMENT i DELUXE CONTROLLERS

= = =4 =4

= = =4 =N

A controller must be on with the PRIORITY indicator displayed to be able to adjust the temperature setting.
The temperature adjustment is made by pressing the up (p ) button or down (q ) button.
The minimum temperature setting for each type of controller is 37°C.

The maximum temperature setting for the controllers are:

Kitchen Bathroom
874 series 60°C 1 AU, 55°C T NZ 50°C
876 series 50°C 50°C

Each press of the up (p ) button will increase the temperature setting by one increment.

Pressing and holding the up (p ) button will scroll the temperature setting up to a maximum 43°C if there
is hot water flowing or 45°C if there is no hot water flowing.

From the 45°C setting, the up (p ) button must be pressed once for each increase in temperature
increment.

The temperature setting cannot be increased above 43°C whilst hot water is flowing.
Each press of the down (q ) button will decrease the temperature setting by one temperature increment.
Pressing and holding the down (q ) button will scroll down the temperature setting.

The temperature setting can be decreased from any temperature setting whether the hot water is flowing
or not.

Note: A Deluxe controller sounds a double beep at the 42°C temperature setting, if the voice prompt is not
speaking, when either the up (p ) button or down (q ) button has been pressed. The double beep does not
sound at the 42°C temperature setting when the BATH FILL TEMPERATURE up (p ) button or BATH FILL
TEMPERATURE down (g ) button is pressed.
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KITCHEN CONTROLLER i DELUXE

The Kitchen Deluxe controller allows the user to select the temperature setting for the hot water to be used in
the kitchen and laundry. It has a minimum temperature setting of 37°C and a maximum temperature setting
of:

1 874 series 60°C i AU 55°C 1 NZ
9 876 series 50°C

The Kitchen Deluxe controller does not have priority (PRIORITY light is off) if a Bathroom Deluxe controller is
on.

Notes on the Kitchen Deluxe controller:
1 The Deluxe controller cannot be turned on whilst a hot tap is open.

1  The Kitchen Deluxe controller must be on and have priority (PRIORITY light glows) in order to adjust the
temperature setting on the Kitchen Deluxe controller.

1  The Bathroom Deluxe controller(s) can be turned off from the Kitchen Deluxe controller.

Press and hold the on / off (U) button on the Kitchen Deluxe controller for three seconds. This turns off all
the Deluxe controllers, including the Bath Fill function if it is on, the displays go blank and the lights go
out. If hot water is flowing from a hot tap, it will go cold.

>®
. (&) = .

S)

-

Rheem

Kitchen Deluxe Controller
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To operate the Kitchen Deluxe controller;

1. Turn off the Bathroom Deluxe controller(s)

A If a temperature setting is displayed and the
PRIORITY light is not glowing, it is necessary to turn
off the Bathroom Deluxe controller(s) to gain priority.

A Refer to the notes on the Kitchen Deluxe controller
on page 32.

2. Turn on the Kitchen Deluxe controller

A Press the on/ off (O) button.

The on / off operating light and the PRIORITY light
will both glow.

The previous Kitchen Deluxe controller temperature
setting will be displayed on the temperature display
panel.

3. Select the temperature setting
A Press the up (p ) button or down (q ) button.

When the up (p ) button is pressed, the voice prompt
will sound;

When the down (q ) button is pressed, the voice
prompt will sound;

fihot water temperature has

A Refer to ATemperature TA®¢luest ment

Cont r oohpager3s. o

The selected temperature setting will be displayed on
all Deluxe controllers.

4. Open the hot tap.

The operating light will glow on all Deluxe controllers.

5. Closethe hot tap.

The operating light will go out on all Deluxe controllers, if
no other hot tap is open.

6. Turn off the Kitchen Deluxe controller
A Press the on / off (U) button.

The PRIORITY light and the on / off operating light
will go out and the temperature display panel will go
blank.

Important: Turn off the Kitchen Deluxe controller after hot
water usage is finished in the kitchen and / or laundry. Refer
to Important note for Bathroom Deluxe controllers on page 34.

been

@@@

1010

PRIORIT

0

fhot water

has been i
or

fhot water

has been

d

8 PRIORIT

GIOIONC 1010 %@@
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BATHROOM CONTROLLERS i DELUXE

The Bathroom Deluxe controller(s) allows the user to select the temperature setting for the hot water to be
used in the bathroom. They have a minimum temperature setting of 37°C and a maximum temperature setting
of:

1 874 series 50°C
9 876 series 50°C

The Bathroom Deluxe controllers operate in tandem. Whenever an operation is selected on one Bathroom
Deluxe controller, it is also set on the other Bathroom Deluxe controller. The Bathroom Deluxe controllers
automatically have priority (PRIORITY light glows) if they are on.

Important: It is important to turn on the Bathroom Deluxe controller before opening a hot tap in the bathroom
(priority is gained automatically and the PRIORITY light glows). If the Bathroom Deluxe controller is not on and
the Kitchen Deluxe controller is on (will have priority and the PRIORITY light glows), then it is possible to
receive water at a temperature higher than expected from a hot tap in the bathroom. This temperature could
be up to:

1 874 series 50°C if a temperature limiting device is installed in the hot pipe to the bathroom
or up to 60°C i AU or 55°C i NZ if a temperature limiting device is not
installed.

1 876 series 50°C

Notes on the Bathroom Deluxe controllers:
1 The Deluxe controller cannot be turned on whilst a hot tap is open.

1  When a Bathroom Deluxe controller is turned on, it gains priority (PRIORITY light glows) from the Kitchen
Deluxe controller.

1  The Bathroom Deluxe controller must be on in order to adjust the temperature setting on the Bathroom
Deluxe controller.

1 The Kitchen Deluxe controller can be turned off from a Bathroom Deluxe controller.

Press and hold the on / off () button on the Bathroom Deluxe controller for three seconds. This turns off
all the Deluxe controllers, including the Bath Fill function if it is on, the displays go blank and the lights go
out. If hot water is flowing from a hot tap, it will go cold.

] &Warning: It is advised to leave the Bathroom Deluxe controller on after hot water usage is finished in
the bathroom. Turning off a Bathroom Deluxe controller in one bathroom will also turn off the
Bathroom Deluxe controller in the other bathroom. The Kitchen Deluxe controller will gain priority
(PRIORITY light glows) if it is on and the temperature setting can be up to:

A 874 series 60°C 1 AU 55°C1 NZ
A 876 series 50°C

If a hot tap is open in another bathroom, the water will be delivered at: for an 874 series model i up to
50°C if a temperature limiting device is installed in the hot pipe to the bathroom or up to 60°C i AU or
55°C T NZ if a temperature limiting device is not installed; or for an 876 series model T up to 50°C.

\ 4 R
Bathroom Deluxe — @ @ ﬂ
@ Controller BATH FILL BATH FILL
VOLUME TEMPERATURE
front cover B
closed
——ee
Bath Fill
é)é) \:I;'l 4. 5. 6. 7.
—_—
Bath Bath Open Bath Fill Close
@ front cover v:f:ﬁ;®®$ﬂmp"9"hoiwu"fomn *nm.aﬁe
th T th
open watervaume  FitButen st Bton i uton
and Temperatue ___(Redlghton) (ed gh fashes) (Red ghiofy
Hot Water ) 3
1. . . 4.
Rheem O » = o o © 5 o
Light on Temperature @ hot tap
NS Y, \ )
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To operate a Bathroom Deluxe controller:

1.

Turn off the Kitchen Deluxe controller

A If a temperature setting is displayed and the
PRIORITY and on / off operating lights are not
glowing, it is advised to turn off the Kitchen Deluxe
controller.

Refer to the notes on the Bathroom Deluxe
controllers on page 34.

Turn on the Bathroom Deluxe controller
A Press the on/ off (O) button.

The on / off operating light and the PRIORITY light
will both glow.

The temperature setting of 40°C will be displayed on
the temperature display panel.

Select the temperature setting
A Press the up (p ) button or down (q ) button.

When the up (p ) button is pressed, the voice prompt
will sound;

fihot water temperature has been

When the down (q ) button is pressed, the voice
prompt will sound;

fihot water temperature has been

A Refer to iTemperatur e
Cont r oohpager3s. o

TADgluies t me nt

The selected temperature setting will be displayed on
all Deluxe controllers.

Open the hot tap

The operating light will glow on all Deluxe controllers.

Close the hot tap

The operating light will go out on all Deluxe controllers, if
no other hot tap is open.

It is advised not to turn off the Bathroom Deluxe
controller(s).

A Refer to the warning in the notes on page 34.

[ e Ll
e
[ § ——

GI0JI0

. PRIORIT X

%@@
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water
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water
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fihot
has

fihot
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BATH FILL FUNCTION

The Bath Fill function is designed to allow the water heater to deliver a selected volume of water at a selected
temperature. The Bath Fill function commences when the bath fill (\227) button is on and a hot tap is opened.
When the set volume has been delivered, the water flow from the water heater ceases and heating stops. It is
also useful for controlling the water volume used by a shower or other application.

Note: The bath level should be monitored periodically while this function is in use to avoid the possibility of the
bath overflowing. The Bath Fill function should be used with caution until you are familiar with its operation.

A Warning: Baths should not be left unattended whenever young children are present. After using the
Bath Fill function, check the water temperature before entering a bath, to ensure it is suitable and will not cause
scald injury.

The Bath Fill function can be set and turned off at any of the Deluxe controllers. Refer to the notes on page 42.
Bath Fill Function 7 Brief Guide

This guide provides a brief instruction on the operating sequence of the Bath Fill function. It is recommended
to read the explanatory notes and become familiar with each step in the Bath Fill function. Refer to i B aRillh
FunctionT Ex pl anat oonpagdl3Bt e s 0

To operate the Bath Fill function:

1. Turn off all Deluxe controllers

A It is advised to turn off all Deluxe controller(s) before
activating the Bath Fill function.

Refer to the notes on the Bathroom Deluxe controllers on

page 34.
2. Pull down the front panel on the Deluxe controller.
p ~-@O®n
The BATH FILL VOLUME and BATH FILL TEMPERATURE BATHFILL BT
up (p ) and down (q ) buttons will be exposed. — @ @ _J

3. Set the Bath Fill temperature

4 Press the BATH FILL TEMPERATURE up (p ) button or the
BATH FILL TEMPERATURE down (q ) button to select the
desired bath fill temperature. BATH')

A Refertoi Temper at ur el DAedljuuxset nCeonoht r
page 31. ﬂ??

fhot water

has been i
or

ifhot water

has been

The selected temperature setting will be displayed on all
Deluxe controllers.

d

4. Set the bath fill water volume

A Press the BATH FILL VOLUME up (p ) button or the
BATH FILL VOLUME down (g ) button to select the desired

bath fill water volume. Each press will change the water

volume setting by 10 litres. BATHI) e

Pressing the BATH FILL VOLUME up (p) button or
BATH FILL VOLUME down (q ) button continuously will
scroll the water volume setting.

ficauti on, bath f
been increased,
or
fibath fil] wat el

decreasedo

A maximum volume of 990 litres and a minimum volume of
10 litres can be set. The volume changes in 10 litre
increments.

The selected bath fill water volume will be displayed and the
bath fill indicator light will glow on all Deluxe controllers.
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5. Close the front panel on the Deluxe controller.

6. Turn on the Bath Fill function

A

Press the bath fill (\=7) button.
On all Deluxe controllers:
U  The bath fill operating light will glow.

U  The bath fill temperature setting will appear on
the temperature display panel.

U  The bath fill water volume will appear on the
bath fill water volume display panel.

U  The bath fill indicator light will glow.

7. Open the hot tap.

The operating light will glow on all Deluxe controllers.

Measurement of the water flow at the water heater will
commence when the hot tap is opened.

When the set volume of water has passed through the
water heater:

A

A

A

A

Water flow from the hot tap will cease.
The operating light will go out.

The bath fill water volume display panel will show
0 litres.

The temperature display will go blank.
The bath fill operating light will commence to flash

The voice prompt will sound,;

&

fithe bath is ready, pl ease

and press the bath fill (\=27) button to finisho

Close the hot tap.

Turn off the Bath Fill function

Press the bath fill (%) button.
The bath fill operating light and bath fill indicator light

will go out.

The bath fill water volume display will go blank.

Note: If the hot tap has not been turned off, the voice
prompt will sound;

Aipl ease ensure the bath

hot

S)

Rheem

m "
BATHI) a

ﬂﬂ

ipl ease set ba
and bath temperature, then
open the hot

BATHI) A

@IC) A

ur

5a

ithe bath i:¢

please turn off the hot water tap
and press the

bathfill () butt on

) (=) .ﬁzzﬁ

nplease ensurrned
water tap is;
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Bath Fill Function i Explanatory Notes
To operate the Bath Fill function:

1.

Turn off all Deluxe controllers

A Itis advised to turn off all Deluxe controller(s) before
activating the Bath Fill function.

Refer to the notes on the Bathroom Deluxe
controllers on page 34.

o
&
&

The Deluxe controllers do not need to be on to set the

bath fill temperature and bath fill water volume and to r
turn on the Bath Fill function. O IO

BATH FILL EATH FILL
\/OLUME TEMPERATURE

-0~

Pull down the front panel on the Deluxe controller.

The BATH FILL VOLUME and BATH FILL
TEMPERATURE up (p ) and down (q ) buttons will be
exposed.

Set the bath fill temperature

A Press the BATH FILL TEMPERATURE up (p ) button
or the BATH FILL TEMPERATURE down (q ) button.

The first press of either the BATH FILL ”
TEMPERATURE up (p ) button or the BATH FILL BATHI) @

TEMPERATURE down (g ) button will bring up the

last selected bath fill temperature setting. . . '=’=’ﬂ 6

=5

While the bath fill temperature is displayed, each \[ AM@t W
subsequent press of the BATH FILL r—®®—\ temperature
TEMPERATURE up (p) button or BATH FILL _has been
TEMPERATURE down (q ) button will change the OGO~ rneres
temperature setting. [ || fAhot w

at temperature
Refer to AiTemper atur e 7TADglukest m has been

decr ea

Cont r oohpager3s. o

When the BATH FILL TEMPERATURE up (p ) button
is pressed and the temperature setting is increased,
the voice prompt will sound,;

fihot water tempiemateasgedas been

When the BATH FILL TEMPERATURE down (q ) button is pressed and the temperature setting is
decreased, the voice prompt will sound;

fifhot water temperature has been decreasedo

The selected temperature setting will be displayed in the temperature display panel and will be
displayed on all Deluxe controllers.

The temperature display panel will go blank 3 seconds after the last press of either of the bath fill
temperature adjustment buttons.

The bath fill temperature setting will be remembered when the bath fill (") buttoni s pr es s ed

38
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4. Set the bath fill water volume

A Press the BATH FILL VOLUME up (p ) button or the
BATH FILL VOLUME down (q ) button.

The first press of either the BATH FILL VOLUME
up (p) button or the BATH FILL VOLUME BATHI) A
down (g ) button will display the last selected bath fill
water volume setting in the bath fill water volume
display panel and the bath fill indicator light will glow. -

fcaut i«
While the bath fill water volume is displayed, each ~O®o bath fill water
subsequent press of the BATH FILL VOLUME T, velume has been
up (p) button or BATH FILL VOLUME ’
down (q ) button will change the water volume setting
by 10 litres.

When the BATH FILL VOLUME up (p ) button is
pressed and the water volume setting is increased,
the voice prompt will sound;

volume has been
decreas

ficaut i dilhwatertbv@lumbhasbeen i ncreased, bath may overfl owbo

When the BATH FILL VOLUME down (q ) button is pressed and the water volume setting is
decreased, the voice prompt will sound;

fi b aftihl | water volume has been decreased?o

Pressing the BATH FILL VOLUME up (p ) button or BATH FILL VOLUME down (g ) button
continuously will scroll the water volume setting.

A maximum volume of 990 litres and a minimum volume of 10 litres can be set. The maximum volume
of 990 litres is achieved in 10 litre increments up to 500 litres, then 990 litres is the next setting.

The selected bath fill water volume will be displayed and the bath fill indicator light will glow on all
Deluxe controllers.

The bath fill water volume display panel will go blank N
and the bath fill indicator light will go out 3 seconds
after the last press of either of the volume adjustment
buttons.

The set volume will be remembered when the

bath fill (%==7) buttoni s next pressed gg

5. Close the front panel on the Deluxe controller.

Rheem

- J

6. Turn on the Bath Fill function

A Press the bath fill (") button.

On all Deluxe controllers:
U  The bath fill operating light will glow.

U  The bath fill temperature setting will appear on
the temperature display panel.

' . 2o\l
U The bath fill water volume will appear on the & == 6

bath fill water volume display panel. Te s \/

. Sy . . ipl ease

U  The bath fill indicator light will glow. bath water volume

. . and

U  The voice prompt will sound; bath temperature,
5 Rheem then open the
Aipl ease set bat h wat e\r vol ume a hot wat ¢
temperature, then open the hot water Tapo
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7.

Open the hot tap.

The operating light will glow on all Deluxe controllers.

Measurement of the water flow at the water heater will m
commence when the hot tap is opened. BATHI) A
@ @& ==

Notes

¥

&

,_
¢

A If a second hot tap is opened when the Bath Fill
function is turned on, the set bath fill water volume
expected from the first hot tap will be reduced by the
volume which flows through the second hot tap.

A The bath fill temperature setting and bath fill water
volume setting can also be adjusted whilst a hot tap
is open and the Bath Fill function is operating.

When the set volume of water has passed through the
water heater:

A Water flow from the hot tap will cease.
A The operating light will go out. BATHI) A B
A The bath fill water volume display panel will show %% . ﬂ‘:=ﬂ

5

0 litres.
5

The temperature display will go blank.

The bath fill operating light will commence to flash.

and press the
bathfil (™) button

The voice prompt will sound;

ithe bath
please turn off the hot water tap

A (4)
) >

o

fithe bath is ready, pl ease turn off he
and press the bath fill (Y27 button to finisho

Close the hot tap. BATHI) A

g:%‘ —_c—
0‘ [—T1—]
I—1——}

Turn off the Bath Fill function
A Press the bath fill (\"27) button.

The bath fill operating light and bath fill indicator light
will go out.

The bath fill water volume display will go blank. . .ﬂ=:ﬂ
Note: If the hot tap has not been turned off, the voice ‘d s

prompt will sound; =
fipl ease en

fiplease ensure the bath hot wat WEL BF T ER

hot

@ (- )
) &

sur
S|
rned of
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Turning Off Bath Fill Function During Its Operation

The bath fill operation can be interrupted by pressing the bath fill (\"27) button before completion of the bath fill

operation.

If it is necessary to turn off the Bath Fill function before the operation is complete, during Step 7:

1 Press the bath fill (\°27) button.
At this first press of the bath fill (\=7) button:
A The operating light will go out.
A The bath fill operating light will flash.

A The voice prompt will sound;

Abath filling has been
water tap and press the bath fill (") buttont o

The temperature display will go blank.

The bath fill indicator light will go blank.

> > > >

cease.

A The bath fill water volume display will then show

0 litres.

A The bath fill indicator light will recommence to glow.

1 Close the hot tap.

1 Press the bath fill (\°27) button again.

At this second press of the bath fill (\>2Z) button:

A The bath fill operating light and bath fill indicator light

will go out.

The bath fill water volume display will go blank.

Note: If the hot tap has not been turned off, the voice

prompt will sound;

fipl eeansseur e t he bath hot

D @

stopped,
i ni sho

The bath fill water volume display will go blank.

After a few seconds, water flow from the hot tap will

PENEN:
ﬂggﬂ
0
3’np| ease ensur’
water tap is:
r"5””’(”u’T"rr’C'U"'

t

ibat h
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filling
please turn off the hot water tap
and press the

bath fill (\oo)

»

button
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TEMPERATURE CONTROL' DELUXE

Notes on the Bath Fill function:

1 The Bath Fill function can be set, turned on and turned off at any of the Deluxe controllers.

1  The Deluxe controllers do not require to have priority (PRIORITY light glowing) or be on in order to set the
bath fill water volume or bath fill temperature or to turn the bath fill (\°=7) button on.

1 The bath fill (\°) button cannot be turned on whilst a hot tap is open.

1  The bath fill water volume and the bath fill temperature settings can be adjusted whilst a hot tap is open.

1 If a hottap is not opened for six hours after the new bath fill water volume and bath fill temperature have
been set, whilst the bath fill (\=27) button is on, the settings will be automatically cancelled and will reset
to the previous settings or to the factory default settings if no previous settings have been set.

1  The factory default bath fill water volume setting is 180 litres.

1  The factory default bath fill temperature setting is 40°C.

1 The Bath Fill function will automatically have priority when the bath fill (") button is pressed and the
Bath Fill function is turned on. If the PRIORITY light is glowing on a Deluxe controller, it will go out. The
PRIORITY light on a Deluxe controller will not glow whenever the BATH Fill operating light is on.

1  Whilst water is flowing from a hot tap during the bath fill operation (bath fill operating light is on), a Deluxe
controller cannot be turned on or off:

A ifitis on, pressing the on / off () button will not turn it off.
A ifitis off, pressing the on / off (O) button will not turn it on.

1 Whilst there is no water flowing from a hot tap and the bath fill operating light is on, a Deluxe controller
can be turned on (on / off (O) button glows), but it will not gain priority (PRIORITY light will not glow).

1 Pressing the up (p ) button or down (q ) button above the on / off (¥) button during the bath fill operation
(bath fill operating light is on) will not adjust the temperature setting.

Important

1 Ensure all hot taps are turned off after a bath fill operation is complete and before pressing the

bath fill ( =) button foffo . Ot her wi se
A Water will flow from the hot tap when the bath fill (&) buttoni s pr @fs ed 0
The water will be cold if all Deluxe controllers are off, or hot if a Deluxe controller has PRIORITY.

A The voice prompt will also sound;

fpl ease ensure the bath.hot water tap is turned
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TEMPERATURE CONTROL DELUXE

Opening a Second Hot Water Tap During Bath Fill Operation

1 The bath fill water volume is measured as the water flows through the water heater. If more than one hot
tap is open, the Bath Fill function will measure the total water volume drawn from all taps and the expected
water volume from the first tap will be decreased.

A If the hot water supply should cease unexpectedly, check to see if the bath fill operating light is
flashing.

A If the bath fill operating light is flashing, this indicates the set bath fill water volume has been delivered
and the bath fill operation is complete.

A If further hot water is required for the application:

U Turn off the hot tap.
U Press the bath fill (\=>7) button to turn off the Bath Fill function.

0 Recommence the Bath Fill procedure from Step 3, ensuring the water volume is adjusted to the
volume required to complete the application.
Early Completion of Bath Fill Operation

1 If the hot tap is closed before the set water volume flows through the water heater and the bath fill (\==7)
button is left on, the Bath Fill function remains active for six hours.

A If during this time a hot tap is turned on, the bath fill operation continues until the remaining bath fill
water volume is consumed, then

The water flow will cease and the voice prompt will sound;

ithe bath is ready, pl ease t ubathfilb(¥)battong oh dti nwathedr

U0 Close the hot tap.
i Press the bath fill (") button.

A To prevent the bath fill operation completing and interrupting the hot water supply, whilst the hot tap
is off, then

U press the bath fill (\227) button twice to turn it off.

The first press of the bath fill (\=27) button causes the bath fill operating light to flash and the
voice prompt will sound;

ibath filling has been stopped, p | e abste fill {\&F) n
butont o f i ni sho

The second press of the bath fill (\22) button causes the bath fill operating light to go off.

Interrupting Bath Fill Operation
1  The bath fill operation can be interrupted by:
A Pressing the bath fill (\"27) button before completion of the bath fill operation.

RefertoA Tur Off Bath Fi | | Function Duwmpagedl.l ts Operationo
or by

A Pressing and holding the on / off (&) button on any Deluxe controller for three seconds.

This turns off all the Deluxe controllers, including the Bath Fill function. The displays go blank and the
lights go out.

A voice prompt will sound;
fibath filling has been stopped?o

Hot water flowing from a hot tap will go cold.

U Turn off the hot tap.
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TEMPERATURE CONTROL' DELUXE

Operation of the Bath Fill function whilst a Deluxe Controller has priority
It is recommended the Bath Fill function be set and operated with the Deluxe controllers turned off (refer to

Step 1 on page 38).

However, if a Deluxe controller has PRIORITY during the setting and operation of the Bath Fill function, then
the following additional events occur:

During Step 3, when the bath fill temperature is being set

1 The temperature setting of the PRIORITY Deluxe controller 7 PRIORT
will display in the temperature display panel three seconds
after the BATH FILL TEMPERATURE button is last pressed.

When the Deluxe controller temperature setting is higher than

the bath fill temperature setting, the voice prompt will sound; . .ﬁzzﬂ

fihot twammer ature has been increased?o 42

When the Deluxe controller temperature setting is lower than fi-h Obte e"\;]a ti enrc rtee

the bath fill temperature setting, the voice prompt will sound; .

fihot water te
been decr e;

fihot water temperature has been

During Step 6, when the bath fill (\=27) button is pressed to turn the Bath Fill function on

The Bath Fill function has priority when operating. When the bath fill (\YZ) button is pressed, the Bath Fill
function will gain priority and over-ride the settings of all Deluxe controllers if they are on.

1 The PRIORITY light will go out if it is on.

1 The bath fill temperature setting will replace the temperature
setting in the temperature display panel.

When the bath fill temperature setting is lower than the Deluxe @
controller temperature setting, the voice prompt will sound;
£ ﬂ=éﬂ %

ihot water tempaecnéasedbas beer. ﬂ??

When the bath fill temperature setting is higher than the

Deluxe controller temperature setting, the voice prompt will ihot water te
sound: been incre

or

fihot water tempiecragaussreeddhas been fihot water te
been decr e

During Step 9, when the bath fill (Y27) button is pressed to turn

the Bath Fill function off 7 PRIORT @
1 The PRIORITY light will glow on the Deluxe controller which -
has priority. BATH]) @
1 The temperature setting of the PRIORITY Deluxe controller . —_—— AoD
will display in the temperature display panel. @ @ == @
Notes

1 Ifitis a Bathroom Deluxe controller which is in use and it is on, i.e. it has priority and the PRIORITY light
is glowing, then it is advised to leave the controller on.

Refer to the warning in the notes on page 34.

1 Ifitis the Kitchen Deluxe controller which is in use and it is on, i.e. it has priority and the PRIORITY light
is glowing, then it is advised to turn the controller off.

Refer to Important note for Bathroom controllers on page 34.
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WATER SUPPLIES

This water heater must be installed in accordance with this advice to be covered by the Rheem
warranty.

This water heater is manufactured to suit the water conditions of most public reticulated water supplies.
However, there are some known water chemistries which can have detrimental effects on the water heater
and its operation and / or life expectancy. If you are unsure of your water chemistry, you may be able to obtain
information from your local water supply authority. This water heater should only be connected to a water
supply which complies with these guidelines for the Rheem warranty to apply.

CHANGE OF WATER SUPPLY

The changing or alternating from one water supply to another can have a detrimental effect on the operation
and / or life expectation of a heat exchanger in a continuous flow water heater.

Where there is a changeover from one water supply to another, e.g. a rainwater tank supply, bore water supply,
desalinated water supply, public reticulated water supply or water brought in from another supply, then water
chemistry information should be sought from the supplier or it should be tested to ensure the water supply
meets the requirements given in these guidelines for the Rheem warranty to apply.

SATURATION INDEX

The saturationindex (SI)i s used as a me asarosie oo dcaling preperties. (Theersaiusation
index figures stated are calculated using a water temperature of 80°C.

In a corrosive water supply, the water can attack copper parts and cause them to fail. Where the saturation
index is less than 1 1.0, the water is very corrosive and the Rheem warranty does not apply to a copper heat
exchanger in a continuous flow water heater.

In a scaling water supply calcium carbonate is deposited out of the water onto any hot metallic surface. Where
the saturation index exceeds +0.80, the Rheem warranty does not apply to a copper heat exchanger in a
continuous flow water heater.

Water which is scaling may be treated with a water softening device to reduce the saturation index of the water.

Refer to the Saturation Index chart on page 45.

SATURATION INDEX (SI)
GAS CONTINUOUS FLOW WATER HEATERS
© ©
o ]
O o | | O
8 22
Qo
88 83
a a
& 5 : WITHIN WARRANTY I a é
3.'; SPECIFICATION D0 o
== c 3o
© O g © OO
= 3 = 35 C
= c C EEew®
S .= @© C=c
S ¢t < S o6
° o 2 | I o 9 X
c?o goo0o
| I | I | I | I |
-1.0 0 +0.4 +0.8
SATURATION INDEX
(calculated @ 80°C water temperature)
Very corrosive | corrosive |  scaling . very scaling
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SAVE A SERVICE CALL

Check the items below before making a service call. You will be charged for attending to any condition or fault,
which is not related to manufacture or failure of a part (refertofiTer ms of t he FRhpaged). War r an't

NO DISPLAY ON THE CONTROLLER
1 Is the controller turned on?
Press the on / off (O) button (refer to iTemperature Controloon pages 15 to 44).
1 Is the water heater plugged in and the power outlet switched on?
1 Is power available in the house?

Try using another electrical appliance.

COLD WATER FROM THE HOT TAP
1 Is the controller turned on?
Press the on / off (O) button (refer to iTemperature Controloon pages 15 to 44).
1  Close the hot tap, wait 10 seconds and open the hot tap again.
1 Isthe hot tap open enough?
The burners will not light if the flow rate is less than 2.0 L / min.
1 Is the water heater plugged in and the power outlet switched on?
1 Is power available in the house? & @
Try using another electrical appliance. )
1 Isthe isolation valve in the gas line open? (c@) %} ::j] (¢
1 s there a gas supply to the rest of the house? (
Try lighting another gas appliance.
1 Has the gas line been purged of air after installation?

Refer to a plumber.

WATER IS TOO HOT OR NOT HOT ENOUGH
1  Does the controller you are using have priority? (refer to AiTemperature Controldoon pages 15 to 44)

Note: For an 876 series water heater, 50°C is the maximum available temperature setting.

REDUCED HOT WATER FLOW WHEN HEAT EXCHANGER IS COLD

At a cold start-up, i.e. when the water heater has not operated for some time (which is most often first thing in
the morning), the initial flow of hot water may be reduced for a period of 5-10 seconds while the heat exchanger
warms up. This is both an energy and water saving feature of this water heater. Once the heat exchanger
has warmed up the hot water flow will increase and remain at normal flow levels. This feature will only occur
at a cold start-up and not when the heat exchanger is already warm from a recent use of hot water.

NO WATER FROM THE HOT TAP

No flow of water from the hot tap may indicate a restriction in or failure of the cold water supply to the water
heater. Check for water flow at other taps and that the cold water isolation valve (refer to page 63) is fully open.
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SAVE A SERVICE CALL

WATER FLOW FLUCTUATES

Too many taps in use at the same time may cause a decrease in the hot water flow from the taps. This can
also be evident if the water heater has been installed as an in-series gas booster to a solar water heater and
the solar heated water is at a low temperature.

1  Are there several hot taps open, or are appliances such as a dishwasher or washing machine, in use at
the same time?

Ensure only one or two hot taps (12, 16 and 20 models) or no more than two or three hot taps (26 models)
or appliances are on at the one time.

1  Check the flow of hot water from each tap to see if one or more outlets are using more water than you
think.

Have a plumber install a flow control valve to each shower outlet, basin and sink to reduce water usage.

GAS BOOSTER OPERATING TOO FREQUENTLY

If the water heater is installed as an in-series gas booster to a solar water heater, you may find that the water
heater operates more frequently than expected. This will occur when the solar heated water temperature is
lower than 58°C, which may be experienced during periods of low solar energy gain or if there has been heavy
hot water usage. Factors to consider are:

1 Hottap not used recently
If a hot tap has not been used for a while, the water in the pipe work between the solar storage tank and
the in-series gas booster may have cooled down. The in-series gas booster will sense the cooler water
and this will cause the burners on the water heater to ignite and boost the water temperature when a hot
tap is first turned on. The burners will extinguish when solar heated water of 58°C or higher from the solar
storage tank reaches the in-series gas booster (referalsotoi Fan Continues to Run aft
Operati oonp&e4B8p s O

1 Insufficient sunlight
Insufficient sunlight due to cloudy weather during hotter months or low solar energy contribution in colder
months may mean the in-series gas booster operates more often.

1  Collectors shaded
If trees or other objects shade the solar collectors or if the glass is dirty, the effectiveness of the solar
collectors will be greatly reduced. Have the trees trimmed or the solar collectors relocated if the obstruction
is permanent or clean the collector glass.

Ensure the glass on your solar collectors is free of dust, salt spray or any other matter, which may reduce
the effectiveness of the solar collectors. If the collector glass becomes dirty, hose down or if the solar
collectors are accessible, wash the collector glass with water and a soft brush when the solar collectors
are cool.

1  Collector area is too small
For most installations, the number of solar collectors recommended in Rheem literature has been proven
to provide the required solar energy to meet the average family needs. However, in some circumstances,
it may be necessary to install an additional solar collector.

1 Are you using more hot water than you think?
Is one outlet (especially the shower) using more hot water than you think?

Very often it is not realised the amount of hot water used, particularly when showering. Carefully review
the familyés hot water usage. As you have installed
also be practised in the home. Adjust your water usage pattern to take advantage of maximum solar gains.

Have a plumber install a flow control valve to each shower outlet, basin and sink to reduce water usage.

1  Water heater size
Do you have the correct size water heater for your requirements?

The sizing guide in the sales literature and on the Rheem website (AU i www.rheem.com.au or NZ i
www.rheem.co.nz) suggests average sizes that may be needed.
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SAVE A SERVICE CALL

FAN CONTINUES TO RUN AFTER WATER HEATER OPERATION STOPS

Itis the normal operation of the water heater for the fan to continue running after heating of the water is finished.
The fan may run for up to two minutes after the burners extinguish, to prepare for the next ignition.

CLOUDS OF WHDUROOFWRPM THERMMAWE T

During the heating cycle, it is not unusual to see water vapour clouds
steaming from the flue terminal, particularly on cold days. This is normal
operation of the water heater.

PRESSURE RELIEF VALVE DISCHARGING

A pressure relief valve is incorporated into the water heater controls.
This valve protects the water heater, by allowing water to escape, in the
event of excessive pressure build-up in the waterways.

1  Normal operation
A small volume of water may discharge from the bottom of the water
heater when a hot tap is suddenly closed.

1 Continuous dribble
A continuous dribble may indicate the water supply pressure is
above the design pressure for the water heater. If so, a pressure
limiting valve must be installed on the cold water supply pipe to the
water heater (refer to fiMains Water Supplydon page 52).

ERROR CODE

j=

The water heater provides a diagnostic error code in the event of an interruption to its operation. The error
code is displayed on the controller(s) (if installed) and on the LED display on the front of the water heater as a

numerical value. If an error code appears:

1 Close the hot tap, turn off the controller(s) and switch off the
electrical supply to the water heater.

1 Check the gas isolation valve at the gas inlet to the water heater is
fully open.

1 Wait 5 minutes, then switch on the electrical supply to the water
heater, turn on a controller and open a hot tap.

If the error code persists, take note of the numerical code, turn off the
hot tap and turn off the controller(s). Phone Rheem Service or their
nearest Accredited Service Agent / Centre to arrange for an inspection.

HIGHER THAN EXPECTED GAS BILLS

Should you at any time, feel your gas bill is higher than expected, we
suggest you check the following points:

1 Is one outlet (especially the shower) using more hot water than you
think?

Carefully review the familyds
control valves can be easily fitted to the shower outlets to reduce
water usage.

1 Isthe in-series gas booster operating too frequently?

Referto AiGas BoosterOper at i ng Toonpaged4/quent

1 Has there been an increase in hot water usage?

An increase in hot water usage will result in an increase in water heater operation.

r

GAS BIIL

1 Has your water heating tariff rate been increased by your gas retailer since your previous bill?

IF YOU HAVE CHECKED ALL THE FOREGOING AND STILL BELIEVE YOU NEED ASSISTANCE, PHONE
RHEEM SERVICE OR THEIR NEAREST ACCREDITED SERVICE AGENT / CENTRE.
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INSTALLATION T WATER HEATER

THIS WATER HEATER IS FOR OUTDOOR INSTALLATION ONLY.
THIS WATER HEATER IS NOT SUITABLE FOR POOL HEATING.
Check the water heater is suitable for the gas type available.
(refer to the rating label on the water heater)

INSTALLATION STANDARDS
The water heater must be installed:

1 by a qualified person, and
91 in accordance with the installation instructions, and

1 incompliance with Standards AS/NZS 3500.4 and AS/NZS 5601.1, all local codes and regulatory authority
requirements.

The Gas installations Standard AS/NZS 5601.1 places limitations on the location of a gas water heater
within a covered area. Refertoil nst al | ati on wi ontpage5la Covered Areabo

In New Zealand the installation must conform to Clauses G11, G12 and H1 of the New Zealand Building Code.

All packaging materials must be removed from the water heater prior to its installation.

WATER HEATER APPLICATION

This water heater is designed for use in a single family domestic dwelling for the purpose of heating potable
water. Its use in an application other than this may shorten its life.

If this water heater is to be used where an uninterrupted hot water supply is necessary for the application or
business, then there should be back-up redundancy within the hot water system design. This should ensure
the continuity of hot water supply in the event that this water heater was to become inoperable for any reason.
We recommend you provide advice to the system owner about their needs and building back-up redundancy
into the hot water supply system.

The 874 series of water heater may be installed as an in-series gas booster to a solar water heater. For
information relating to the function and operation of the solar water heater,refer t o t he Owner 6s G
Installation Instructions supplied with the solar water heater.

Note: The 876 series water heaterismarkediin THI S APPLI ANCE DELI VERS WATER NOT
IN ACCORDANCEWITHAS 34980 on the .front panel

1 This model must not be installed as an in-series gas booster to a solar water heater, as water temperature
greater than 50°C can be delivered from the water heater contravening its compliance to AS 3498.

Note: Australian Standard AS 3498 and New Zealand Building Code Clause G12 requires that a water heater
provides the means to inhibit the growth of Legionella bacteria in potable water. When this water heater is
used as an in-series booster for a solar water heater it can satisfy these AS 3498 and Clause G12 requirements
provided it is energised, the booster preset outlet temperature setting is 70°C, and that a remote temperature
controller is not used.

WATER HEATER LOCATION

The water heater is suitable for outdoor installation only and should be installed close to the most frequently
used outlet and its position chosen with safety and service in mind. If this water heater is part of a solar water
heater system, it should also be installed close to the solar storage tank. Make sure people (particularly
children) will not touch the flue terminal. The flue terminal and air inlet must be clear of obstructions and
shrubbery.

Clearance must be allowed for servicing of the water heater. The water heater must be accessible without the
use of a ladder or scaffold. Make sure the entire front panel can be removed for service. You must be able to
read the information on the rating plate. Remember you may have to take the entire water heater out later for
servicing.
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INSTALLATION 7 WATER HEATER

This water heater must be installed vertically upright with the
water, gas and power connections on the underside, pointing
toward the ground. The back of the water heater can be either
against a wall or supported by a frame.

Note: The water heater must be well secured to the wall or
frame using two fasteners each at the top and bottom of the
unit (refer to pages 58 and 59 for the weight of the water heater
and mounting hole positions). Use the screws provided only if
they are suitable for the wall or frame type. Otherwise select
and use alternative fasteners suitable for the application. The
fasteners must be capable of bearing the full weight of the
water heater so it may not work loose nor impose any load on
the gas and water pipe work connected to the water heater.
Refer to the fastener manuf acturer 6s i
recommendations for the type of fastener to use for the wall or
frame type and load bearing requirements.

Alternatively the water heater can be recessed into a wall (refertofi Re c B 8 st a loh pagei5?).n 0
For a single water heater installation, refer to the typical installation diagram on page 62.

For a dual water heater installation using the EZ Link system, referto fEZ Link Sy st em Dual ohnst al
page 67 and the typical installation diagram on page 71.

The water heater must not be installed in an area with a corrosive atmosphere where chemicals are stored or
where aerosol propellants are released. Remember the air may be safe to breathe, but when it goes through
a flame, chemical changes take place which may attack the water heater.

A secondary flue is not required. The water heater must not be installed indoors or in a confined space.

The water heater must be located to ensure that the location of the flue terminal complies with the requirements
of AS/NZS 5601.1. As a guide the following requirements are extracted from the Gas Installations Standard.
The distances are measured along the wall behind the water heater.

1 At least 300 mm between the top of the flue
terminal and the eaves.

1 Atleast 300 mm between the flue terminal and the
edge of any opening into the building, such as an
openable door or window, measured horizontally*.

1 At least 1500 mm between the top of the flue
terminal and the edge of any opening into the
building, such as an openable window, measured
vertically.

1 At least 300 mm between the flue terminal and a
return wall or external corner, measured
horizontally*.

1 At least 1500 mm between the flue terminal and
any opening into a building, in the direction of the
flue discharge.

1 Atleast 500 mm between the flue terminal and a fence, wall or other obstruction, in the direction of the
flue discharge.

Note: * If these horizontal distances cannot be achieved, AS/NZS 5601.1 states an equivalent horizontal
distance measured diagonally from the nearest discharge point of the flue terminal to the opening may be
deemed to comply. Check with the local regulator.
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